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Naturally there is also a DIN version of ir33, radically upgraded from its predecessor.

In this format, ir33 is completely compatible with the panel version in terms of both

software and functions.

The hardware features are very powerful: it can control compressors with ratings up to

2 Hp and manage the defrost heater with a 16 A relay.

The top-of-the-range version has 5 relay outputs, while all models come as standard

with 2 control probes and 3 digital inputs that can be configured as probes.

Accessoires

Infrared remote control

This new accessory is used to
directly access the main
functions and configuration
parameters and to program
ir33 from a distance,
with a group of buttons
that represent an exact
copy of the instrument keypad.

Removable front panel

One essential characteristic on the latest
generation instruments is the possibility to
customise the look by simply replacing the
front panel, according to the company colours
or logo.

16 A relay

Another new feature of this
range regards the 16 A relay
output for controlling refrigeration
compressors; most of the models are fitted with
this relay, which can be used to directly control
higher loads such as compressors, without
requiring further intermediate relays.

RTC

This accessory is used
to record detailed data
with precision, and set the
defrost function according
to the real time (and not at intervals, as is
usually the case). The RTC ensures that ir33
conforms with the HACCP standards, with
operation guaranteed for 10 years even in the
event of power failures.



(*) The controller is connected to the driver by digital input.

Teamwork

ir33 can operate not only in stand-alone mode, but also in a local network, using an external
control (synchroniser), with the advantage of not having to lay additional wiring.

This characteristic is particularly useful and effective in the case of applications with multiplexed
cabinets, where all the operations of the installation need to be managed in a synchronised

manner, above all as regards the defrosts.
The defrosts start at the same time on all the sections, and then end independently, in relation

to the status of the different sections. —

When the defrost is completed, the subsequent refrigeration . i
LR

phase is started in synch on all sections. : ] i
]
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The local network can be used to centralise and synchronise
not only the defrosts, but all the functions, on a single display.
This means that when pressing the light button, for example, the
command is transferred via serial connection to all the boards,
which activate the light relay at the same time.
The same applies to the ON/OFF commands,
manual defrosts, continuous cycle and AUX
functions.

This new and powerful feature will be available
as standard on all instruments in the ir33 range.
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Headquarters ITALY

CAREL S.p.A.

Via dell'Industria, 11 - 35020 Brugine - Padova (Italy)
Tel. (+39) 0499 716611 - Fax (+39) 0499 716600
www.carel.com

Sales organization Affiliates

CAREL Asia CAREL Korea

www.carel.com www.carel.co.kr

CAREL Australia CAREL Ireland

www.carel.com.au FarrahVale Controls & Electronics Ltd

www.carel.com

CAREL China

www.carel-china.com CAREL Spol (Cekia e Slovakia)
www.carel-cz.cz

CAREL Deutschland

www.carel.de CAREL Thailand
www.carel.co.th

CAREL France
www.carelfrance.fr CAREL Turkey
CFM Sogutma ve Otomasyon San. Tic. Ltd
CAREL Ibérica www.carel.com.tr
Automatizacién y Control ATROLS. L.
www.carel.es
CAREL Sud America

www.carel.com.br

CAREL U.K.
www.careluk.co.uk

CAREL US.A.
www.carelusa.com
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